
Simple clip-on and
plug-in installation

• Depth of cover readings to markers
• Plug-and-play automatic recognition by receiver
• Use when needed – no need for two devices
• Locates balls, disks, full range & near surface

markers
• Use as dedicated marker locator or dual

utility and marker locator

www.vivax-metrotechaus.com  |  sales@vxmtaus.com

The vLoc3-MLA (Marker Locator Adapter) is designed for easy, fast and accurate location of buried EMS markers. Once located the MLA
will give depth of cover to the buried marker (in dedicated marker locate mode) with the touch of a button.

The MLA attaches to the bottom of vLoc3-Pro, vLoc3-9800 and vLoc3-5000 receivers. When attached and pluged in to the receivers two marker 
related operating modes are enabled. In the dedicated marker mode, the receiver screens show a peak bar graph with the signal strength from the 
marker, the marker type and depth to the marker. In the dual marker mode all the above are shown in addition to the standard utility locate screen 
including left/right arrows and compass.

The plug-and-play MLA will detect any one of nine marker types, in good conditions, buried to a depth of 6’/2m and large flat markers to 9’/3m.

MARKER LOCATOR  ADAPTER
vLoc3-MLA

vLoc3-5000
The MLA works with all vLoc3 series receivers
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C-THRUE
See Thru Concrete Structures and Reveal True Data that 
Lead to Optimal Decision-Making

All-in-one GPR for accurate scanning and real time analysis of concrete structures

IDS GeoRadar: The leader in multi-frequency and multi-channel
Ground Penetrating Radar 

www.idsgeoradar.com

vLoc3-Pro 10W Kit
Advanced Utility Locator

$9,790 INCL. GST

Classic and advanced visualisation screens

The vLoc3-Pro utility locator introduces new 
innovative tools for locating buried utilities 
assuring damage prevention while gathering 
information for analysis.

With two sets of screened 3D antennas signal 
distortion is easily detected and displayed on the 
bright full color display. Along with classic locate 
screens the vLoc3 series locators offer new locate 
perspective screens of Vector Locate for fully 
automatic non-walk over locating

vLoc3 Pro Utility Locator Kit 

Marker Locator Adapter

Contact your local C.R. Kennedy representative today! VIC 03 9823 1533  |  NSW 02 9552 8300 
QLD 07 3862 6210  |  SA 08 8410 0533  |  WA 08 9489 8500  |   TAS 03 9823 1505 
sales@crkennedy.com.au  |  survey.crkennedy.com.au 

EOFY 2022 PROMOTION 

10% 
SPECIAL  

DISCOUNT

Terms & Conditions 
Promotion ends 30 June 2022 Quoted model is vLoc3 Pro 10-Watt Kit,  incl. carry bags and 5” Induction Clamp. Li-Ion and Tx-L options are available. Limited stock. 
Standard Terms & Condition apply crkennedy.com.au/terms/ 

Additional optional items on offer:

Trace rod with sonde High-accuracy GNSS

https://www.crkennedy.com.au/terms/

